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BestFloor PC250 
Self Leveling Floor Compound, Polymer-Cement based, one component 
 

Description: 

 BestFloor PC250 is self-leveling mortar, one component, cement based.  

 BestFloor PC250 made of special cement, special aggregate mineral silicate and 
specific admixture to create the necessary physicochemical feature for the product. 

Recommended for:  

 Used to repair, reconstruct the floor surface structure that damaged by erosion, 
collision, mechanic abrasion, while using. 

 Renewable surface flatness, background before the floor tile or carpet 

 Used for floor concrete in areas with medium and light loading such as factory 
floor, car park, swimming pool bottom, water tank,… 

Advantage: 

 One component, correct quantity, homogene and available in the factory so easy 
to use and minimize risks during construction. 

 High flexibility (flow), self-leveling so easy to create the high flatness. Non-
shrinkage, non-crack. 

 Meet the strength high and fast, putting it into use fast. 

 Enhance the anti-corrosion, anti-oil, anti-contamination, moisture proof, 
waterproof for the surface floor. 

 Increase the aesthetic value of work 

 Non-toxic, friendly environment, non-Cl. 

 Suitable climatic condition in Viet Nam. 

Test: 

 The results of test are done under the climate condition in Viet Nam 

Technical data: 

Existence form: Dry powder. 

Color: Grey cement. 

Density: Dry powder: 2.80  0.02 kg/liter.   Wet: 2.16  0.02 kg/liter. 

Preservation: Sealed bag, with moisture-proof, take a cool and dry place. 

Shelf life: At least 06 months. 

Package: 25 kg/bag. 

Use rate: 1,8 kg dry powder/1m2/1mm thickness. 
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Mechanical and physical: 

Water ratio 
(%) 

Flow-ability 
(mm) 

Shrinkage (o/oo)  Water-retaining 
(mins) 

Application time(mins) 

17-19  250  1  30  30 

Strength: 

Sample 01 day 03 days 07 days 28  days 

Compressive strength(*) (MPa)               10 15 25 30 

Flexural strength(*) (MPa) 1.0 1.5 2.0 2.5 

Bonding strength(**) (MPa) NA NA NA 1.2 

(*):  Standard: ASTM C348-02; ASTM C349-02 
(**): Standard: ASTM D4541-02 
NA: Not applicable. 

Cleaning surface: 

 The surface should be met the minimum strength is 20MPa. 

 Remove all impurities, dust, grease,…by the mechanical method properly 

 Use compressor water ejector to clean the surface floor. 

 The surface should be saturated but not sweating before construction 

Mixing: 

 Pouring BestFloor PC250 slowly into properly fresh water rate (water ratio 18% 
compare to the weight of powder, about 4.5 liter of fresh water for 25 kg) 
continuously stirring with electric mixer at maximum speed 400 revolutions / minute 
about 05 minutes until compound is free of lumps and homogeneous as required 

 Stand by in 03 minutes and then mixing again before application. 

Application: 

 Use brush or roller to apply BestBond EP759 (see technical data sheet of product) on 
the prepared surface as above. 

 When the bonding layer of BestBond EP759 transfer color to transparent (but still 
wet), apply BestFloor PC250 immediately. Pour continuously furrow with the width 
200 ÷ 300 mm, use a jagged scraper to distribute compound of BestFloor PC250 on 
surface as the required thickness. 

 Use a specific roller to help the levelling and escape the air of material layer. 

Notes: 

 The maximum application time is 30 minutes from mixing time. 

 Do not mix material by hand 

Safety: 

 Should wear gloves, masks and glasses while handling the product.  

 In case of accidental eye contact, wash with fresh water and seek medical advice 
immediately. 

 

 

 

 

Disclaimer: 

The technical information and application instruction in documents of BESTMIX based on BESTMIX’s current 

knowledge and practical experience. The information here only describes the general nature of product, so 

users should test the product for each purpose. BESTMIX has the right to change features of our product, 

user must always refer the latest technology product. 

 

 


